
 

Type 
Material 
Plating 
Weight 
Heat Treatment 
Min. Quantity 
Manufacturing Method

H A M M E R

Semi-Auto 
4605 
Electroless-Nickel 
24,00 gr 
48-53 HRC 
1000 
MIM | Metal Injection Molding

Semi-Auto 
4605 
Electroless-Nickel 
24,50 gr 
48-53 HRC 
1000 
MIM | Metal Injection Molding

Type 
Material 
Plating 
Weight 
Heat Treatment 
Min. Quantity 
Manufacturing Method

T R I G G E R  

Semi-Auto 
4605 
Black Chrome 
24,50 gr 
48-53 HRC 
1000 
MIM | Metal Injection Molding

Type 
Material 
Plating 
Weight 
Heat Treatment 
Min. Quantity 
Manufacturing Method

Type 
Material 
Plating 
Weight 
Heat Treatment 
Min. Quantity 
Manufacturing Method

Semi-Auto 
4605 
Black Chrome 
24,00 gr 
48-53 HRC 
1000 
MIM | Metal Injection Molding



 

Semi-Auto 
4605 
Black Chrome 
12,00 gr 
45-50 HRC 
1000 
MIM | Metal Injection Molding

Type 
Material 
Plating 
Weight 
Heat Treatment 
Min. Quantity 
Manufacturing Method

B O LT  C AT C H  

Semi-Auto 
4605 
Black Chrome 
16,00 gr 
40-45 HRC 
1000 
MIM | Metal Injection Molding

Type 
Material 
Plating 
Weight 
Heat Treatment 
Min. Quantity 
Manufacturing Method

S A F ET Y  S E L E C T O R  

Semi-Auto 
4605 
Black Chrome 
9,00 gr 
40-45 HRC 
1000 
MIM | Metal Injection Molding

Type 
Material 
Plating 
Weight 
Heat Treatment 
Min. Quantity 
Manufacturing Method

M A G A Z I N E  C AT C H  

Semi-Auto 
Black Chrome 
4605 
3,50 gr 
38-44 HRC 
1000 
MIM | Metal Injection Molding

Type 
Material 
Plating 
Weight 
Heat Treatment 
Min. Quantity 
Manufacturing Method

M A G A Z I N E  R E L E A S E  B U T T O N  




